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ASSEMBL V INSTRUCTIONS FOR METAL HALIDE 
RLM WITH MP SOCKET FOR CORD MOUNTING 

1) PLACE FACTORY PRE-ASSEMBLED 
SOCKET INTO REFLECTOR (REFER TO 
DRAWING FOR GASKET PLACEMENT). 

2) TIGHTEN NUT ONTO FLAGE. 

3) TIGHTEN BOTTOM PORTION OF STRAIN 
RELIEF INTO FLANGE. THEN SCREW UPPER 
PORTION OF STRAIN RELIEF ONTO BOTTOM 
PORTION TO TIGHTEN ONTO CORD. 

WIRE LEADS ---__________ ""_ ........ ",....::::-___ 

18/3 TYPE SJT CORD ------------i 

CAST ZINC NUT ----_________ �~� 
No. Z-C-91 

TYPICAL RLM 
RELFECTOR 

GROUND EYELET 
PART No. Z-E 97 

GREEN GROUND �-�~�_� 
LEAD WIRE 

8-32 X 1/4" GREEN GROUND 
SCREW PAN HEAD SLOTTED 
PART No. Z-F SCR 36-2 

(2) 6-32 HEX K-LOCKNUT 
PART No. Z-F NTL 5 

.063" ALUMINUM EXTENDER 
BRACKET No. Z-ST-741 
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______________ WATERTIGHT STRAIN RELIEF 
1---- PART No. Z-F SR 3 (BLACK) OR 
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PART No. Z-F SR 4 (WHITE) 
(2 PIECES) 

�~�- FIBER GASKETS 
No. Z-G-10 

CAST ZINC MOUNTING FLANGE 
1/2" THREADS PART No. Z-C-93 

\ LOCKTITE 

" ,\ \ , \ \ 
WIRE CONNECTORS \ PART No. Z-E 5 
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1/2" WHITE GROMMET , 
PART No. Z-F GRM 3 , 

'" /1 

LOCKTITE 

FIBER GASKET DISK 
No. Z-G-25 

8-32 X 3/8" PAN �-�-�-�=�=�~�~�­
HEAD SCREWS 

�~�~�c�-�-�-�-�-�-�f�-�-�-�-�-�-�- LOCKTITE 

No. Z"f'-SCR 228 

Backlighting 

r---t------ "MP" SOCKET WITH ATTACHED 
LEADS PART No. Z-SK 43 

------------ FACTORY PRE-ASSEMBLED 
SOCKET 
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