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ASSEMBL V INSTRUCTIONS FOR SELF-BALLASTED 
RLM REFLECTORS - Nos. 116B, 120B, 516B, 520B, 916B and 918B 

1) ATTACH FIXTURE TO STEM OR BRACKET. 
MAKE WIRE CONNECTIONS ACCORDING TO 
LOCAL AND NATIONAL ELECTRIC CODES. 

2) SCREW LAMP INTO SOCKET. 
SCREW GLOBE INTO FITTER. 

FIBER GASKET �-�~� 
No. Z-G-10 

BALLAST BRACKET --------j 
No. Z-ST-742 

SELF-BALLASTED DOME 
CONEOR DEEP BOWL 
REFLECTOR: 
No. 116B 
No. 120B 
No. 516B 
No. 520B 
No. 916B 
No. 920B 

CORK GASKET LOOSE FIT 
TO SEAL BETWEEN CUP 
AND GLOBE. 

GLOBE CHOICE 
FOR 3" THREADS: 41-SERIES 
AND GG-6 
FOR 4" THREADS: 42-SERIES 

I ______ CAST ZINC NUT 
�@�~� No. Z-C-91 
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TYPICAL BALLAST 
175 WATTS MAXIMUM r TYPICAL SCREWS (4) 
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TYPICAL CAPACITOR 

TYPICAL SELF-TAPPING 
SCREWS (2) 

TYPICAL FLEX-CLAMPS (2) 

TYPICAL IGNITOR 

�E�§�~� 
MEDIUM BASE SOCKET WITH LEADS 
4KV PULSE RATED 
PORCELAIN KEYLESS PART 
No. Z-SK 30 

I 

�~� 
_________ FITTER FOR 3" THREADED 

, ________ GLOBES No. Z-H-241 FOR Y GLOBE WITH WIRE GUARD OR 
No. Z-H-242 FOR GLOBE 

I I WITH CAST GUARD 
I -OR-

FITTER FOR 4" THREADED 
GLOBES No. Z-H-243 FOR 
GLOBE WITH WIRE GUARD OR 
No. Z-H-244 FOR GLOBE 
WITH CAST GUARD 
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